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For over 100 years now, Driescher has stood for innovation, quality and re-

liability in switchgear manufacturing. We are a globally operating company 

and one of the leading suppliers of low- and medium-voltage switchgear 

and switching devices from 0.4 kV to 38.5 kV/52 kV – “Made in Germany.” 

Innovative technology, flexibility in meeting customer needs, and the hig-

hest quality standards have made DRIESCHER one of the industry’s leading 

manufacturers. As the holder of 300 patents, the originator of many global 

standards, and a producer of compatible, future-proof solutions, we offer our 

customers through 18 international representatives and more than 500 em-

ployees a broad modular product range capable of meeting any requirement 

individually.

Global Leader  
in low- and medium-
voltage switchgear.
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BROCHURE 762

BROCHURE 766

BROCHURE 751

BROCHURE 768

BROCHURE 776

BROCHURE 791

OUTDOOR MEDIUM-VOLTAGE SWITCHES

OUTDOOR SWITCH-DISCONNECTOR  
Type FLa 15/60, Oil extinguishing media, 
according to EN 62271-103 

OUTDOOR SWITCH-DISCONNECTOR 

Type FLa 15/97, Vacuum technology, 
according to EN 62271-103 

OUTDOOR DISCONNECTORS Type FTr, 
FUSE HOLDERS and EARTHING  
SWITCHES Type FES, according to  
EN 62271-102 and EN 60282-1

OUTDOOR ACTUATORS and 
ACCESSORIES

• �Motor drive Type UM 90

• ����Single, double and trible hand actuators

OUTDOOR SWITCH-DISCONNECTOR for 
Railway lines Type FLa 15/97-1B and -2B 
according to EN 50152-2 

HIGH-VOLTAGE HIGH BREAKING 
CAPACITY FUSES  
according to EN 60282-1 

Customer-specific (multipole) switches upon request.

	• �Rated voltage 12 kV, 24 kV, 36 kV 
and 38.5 kV

	• �Rated current 400 A and 630 A

• �Nominal voltage 15 kV and 29 kV

• �Rated current from 630 A up to 3000 A

BROCHURE 763

BROCHURE 768

OUTDOOR SWITCH-DISCONNECTOR  

Type FLa 15/64, Oil extinguishing media, 
according to EN 62271-103

OUTDOOR DISCONNECTORS and 
EARTHING SWITCHES for Railway lines 
Type FTr and FES, accoding to EN 50152-2

• �Rated voltage 12 kV, 24 kV, 36 kV 

   and 38.5 kV

• �Rated current 400 A and 630 A

• �Nominal voltage up to 3 kV DC,  
15 kV and 29 kV AC

• �Rated current form 630 A up to 

   6300 A

• �Rated voltage 12 kV, 24 kV, 36 kV 

   and 38.5 kV

• �Rated current 400 A, 630 A, 1250 A 

   and 1600 A

• �Rated voltage 7.2 kV, 12 kV, 24 kV, 

   36 kV and 40.5 kV

• Rated current up to 160 A

• for indoor and outdoor

• with striker pin

• also with thermo protection

• �also suitable for SF6-Switchgear

• �Rated voltage 12 kV, 24 kV, 36 kV  
and 38.5 kV

• Rated current from 400 A up to 4000 A
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BROCHURE 721

BROCHURE 722

BROCHURE 727

BROCHURE 731

BROCHURE 747

BROCHURE 767

BROCHURE 767

BROCHURE 767

INDOOR MEDIUM-VOLTAGE SWITCHES

TRANSFORMER SWITCH-DISCONNECTOR  
Type M 3007 according to EN 62271-103 / 
EN 60282-1 / EN 62271-105

MULTIPURPOSE SWITCH- 
DISCONNECTOR Type H 22 EK  
according to EN 62271-103 
SWITCH-FUSE COMBINATION Type 
H22 SEA according to EN 62271-105 

MULTIPURPOSE SWITCH- 
DISCONNECTER Type H 27 EK, FEK  
according to EN 62271-103 
SWITCH-FUSE COMBINATION Type 
H27 SEA, SuT and FSuT  
according to EN 62271-105 

DISCONNECTOR Type ITr and  
EARTHING SWITCH Type ES  
according to EN 62271-102 

VACUUM CIRCUIT-BREAKER Type V... 
according to EN 62271-100  

SWITCH-DISCONNECTOR for  
Railway applications Type H 22-1B  
according to EN 50152-2 

SWITCH-DISCONNECTOR for  
Railway applications Type H 27-1B  
according to EN 50152-2

DISCONNECTORS Type L31 / ITr and 
EARTHING SWITCHES Type ES  
for Railway applications  
acc. to EN 50152-2 

Customer-specific (multipole) switches upon request.

• �Rated voltage 24 kV

• Rated current max. 400 A

• �Rated voltage 12 kV, 24 kV, 36 kV and  
38.5 kV

• Rated current from 630 A up to 2500 A

• �Rated voltage from 12 kV up to 38.5 kV

• �Rated current 400 A, 630 A and 1250 A

• �Nominal voltage 27.5 kV

• Rated current 630 A

• �Rated voltage 12 kV and 24 kV

• �Rated current 400 A, 630 A and 1250 A

• �Nominal voltage 15 kV

• Rated current 400 A

• �Rated voltage from 12 kV up to 38.5 kV

• �Rated current from 400 A up to 6300 A 
(Disconnector)

• �Short-circuit. 50 kA and 80 kA  
(Earthing Switch)

• �Nominal voltage up to 1.5 kV DC;  
15 kV and 27.5 kV AC

• Rated current 630 A up to 6300 A
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BROCHURE 780

BROCHURE 787

BROCHURE 788

BROCHURE 785

BROCHURE 782

BROCHURE PRO AIR

BROCHURE 773/774

BROCHURE ECOS-Z

BROCHURE 786

MEDIUM-VOLTAGE SWITCHGEAR

M-V SWITCHGEAR Type W12 

M-V SWITCHGEAR Type D12 / D24

M-V COMPACT SWITCHGEAR for 
SUBSTATIONS 

M-V SWITCHGEAR Type WEL and  
E2K / E3K

M-V COMPACT SWITCHGEAR Type 
ECOS-Z

M-V SWITCHGEAR Type F24 

M-V SWITCHGEAR Type PRO-AIR H 

MOTOR DRIVES and  
ACCESSORIES

M-V SWITCHGEAR Type W24 

• Rated voltage 12 kV

• Rated current up to 630 A

• Typetested according to EN 62271-200

• �Panel width 600 mm, 750 mm, 900mm

• �Rated voltage 12 kV and 24 kV

• Rated current 630 A

• Typetested according to EN 62271-200

• �Panel width 500 mm, 600 mm and 
900mm

• �Rated voltage 12 kV and 24 kV

• Rated current 630 A

• �Transformer - Rated power up to  
2500 kVA 

• optionally with integrated measuring 

• �Typetested according to EN 62271-200

Circuit-breaker switchgear in withdrawa-
ble design 

Circuit- and Load-breaker switchgear in 
withdrawable design with 2- or 3-com-
partment type

• �Rated voltage 12 kV and 24 kV

• �Rated current 630 A, 1250 A, 1600 A 
and 2500 A 

• �Typetested according to EN 62271-200

• �Panel width 800 mm, 900 mm and 
1000 mm

• �Rated voltage 12 kV and 24 kV

• Rated current up to 630 A

• �Rated short-time curent 20 kA

• �Panel width 240 mm 

• �Typetested according to EN 62271-200

• Rated voltage 24 kV

• Rated current 630 A

• Typetested according to EN 62271-200

• �Panel width 600 mm, 750 mm and 
900mm

• Rated voltage 36 kV

• Rated current up to 2000 A

• �Rated short-time current up to 31.5 kA

• �Panel width 900 mm and 1200 mm

• �Typetested according to EN 62271-200

• Rated voltage 24 kV

• Rated current up to 1600 A

• Typetested according to EN 62271-200

• �Panel width 800 mm, 900 mm, 1000 mm
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BROCHURE 822

BROCHURE 822

BROCHURE 747

BROCHURE 810

LOW-VOLTAGE SWITCHES

LOW-VOLTAGE DISTRIBUTION 
SYSTEM Type 202  

LOW-VOLTAGE DISTRIBUTION 
SYSTEM Type 203  

LOW-VOLTAGE DISTRIBUTION 
SYSTEM Type 403  

LOW-VOLTAGE ACCESSORIES

• Rated voltage 690 V AC

• �Rated current 160 A, 400 A and 
630 A

• According to EN 60269-2-1

• Rated voltage 690 V AC

• �Rated current 160 A, 400 A and 
630 A

• According to EN 60947-3

• Rated Voltage 690 V AC

• �Rated current 400 A, 630 A, 800 A, 1000 A 
and 1500 A, 
without reduction factors

• 1-pole and 3-pole switchable 

• �connection optionally on the bottom or top 

• �for I. v. h. b. c. fuses according to DIN 43620

Line strap

Insulated soket wrench

Protectiv cover
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BROCHURE 875

BROCHURE 881 BROCHURE 881

BROCHURE 883

BROCHURE 881

PROSPEKT 888

LOW-VOLTAGE SWITCHGEAR

LOW-VOLTAGE DISTRIBUTION  
CABINET SIZE 00 - 3 - Type SERIE 75  
according to EN 61439-5 

LOW-VOLTAGE DISTRIBUTION  
MAIN SWITCHGEAR Type 81  
IN OPEN FRAME CONSTRUCTION

LOW-VOLTAGE DISTRIBUTION 
MAIN SWITCHGEAR Type M100 
Type SERIE 103 
IN OPEN FRAME CONSTRUCTION

LOW VOLTAGE DISTRIBUTION MAIN 
SWITCHGEAR TYPE 86 
IN ENCLOSED SHEET STEEL CONSTRUCTION 

LOW VOLTAGE DISTRIBUTION 
MAIN SWITCHGEAR TYPE 88 
TYPETESTED LOW VOLTAGE 
SWITCHGEAR AND CONTROLGEAR 
ASSEMBLY

LOW-VOLTAGE DISTRIBUTION MAIN 
SWITCHGEAR Type 84 / Serie 84 
IN ENCLOSED SHEET STEEL CONSTRUCTIONS

          

• Rated current up to 1600 A

• Rated current up to 1000 A

• for not accessible stations

• power supply stations

• Rated current up to 2500 A

• TTA-tested according to EN 61439-1/-2

• for not accessible stations

• power supply stations

• Rated current up to 6300 A

• TTA-tested according to EN 61439-1/-2

• degree of protection IP 3X

• Rated current up to 5000 A

• �tested for resistance to accidental 
arcing acc. to IEC 61641/VDE 
0660-500

• TTA-tested acc. to IEC 61439-2

• degree protection up to IP 54

• �according to EN 61439-1/-2

• �circuit-breaker resp. fuse feeding from top

• �for more space for instrumentation or for 
measuring systems 

• degree of protection IP 3X
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We offer complete solutions up to 36 kV – completely customized and tailored to your 
needs! We would be happy to provide you with a customized quote and assist you with 
your project planning from the very beginning.

  Complete Solutions for energy distribution

  

Compact Substations

Special solutions 
for 

industrial customers:

• Compact, non-accessible substation

• �Designed as a transformer station or trans-
fer station

• �Project management (request, design, se-
lection and procurement of components, 
implementation)

• �Compliance with the technical requirements 
of the grid operators as well as applicable 
standards, laws, and guidelines

• �Turnkey solutions for energy suppliers, in-
dustry, commerce, and EEG feeders, for 
charging stations

Installation of medium-voltage and low-volt-
age switchgear and transformers in exist-
ing buildings (including special solutions for 
air-insulated switchgear manufactured by 
DRIESCHER Moosburg-Eisleben with pres-
sure relief duct)

• Walk-in station

• �Designed as a transformer station or transfer 
station

• Customized solutions

• �Project management (request, design, selec-
tion and procurement of components, imple-
mentation)

• �Compliance with the technical requirements 
of the grid operators as well as applicable 
standards, laws, and guidelines

• �Turnkey solutions for energy suppliers, indus-
try, commerce, and EEG feeders, for charging 
stations

• �Building reinforced concrete from various        
manufacturers

• �MV-switchgear from our own production or 
from other manufacturers

• �LV-switchgear from our own production or 
from other manufacturers

• �Oil-immersed or cast-resin transformers from 
various manufacturers

• �Other possible components (compensation 
systems, UPS, meter cabinets, etc.)

Walk-in stations

Supply of the 
associated 

components:
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CONTACT MOOSBURG 
Driescherstr. 3 
85368 Moosburg
Germany
     +49 8761 681-0   
     infoservice@driescher.de

CONTACT EISLEBEN 
Hallesche Str. 94 (Zufahrt über Rathenaustr. 13)
06295 Lutherstadt Eisleben
Germany
     +49 3475 7255-0      
     infoservice-DE@driescher.de
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www.driescher.de


